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SHIPPING ARRANGEMENT 

SCALE 2:1 

Dimension Information: 

VITO 

B Type 

Pin.No Dim.A 

2 5.0 

3 10.0 

4 15.0 

5 20.0 

6 25.0 

7 30.0 

8 35.0 

9 40.0 

10 45.0 

GENERAL TOLERANCE: 

.X=±0.20 

.XX=±0.15 

Dim.B 

9.875 

14.875 

19.875 

24.875 

29.875 

34.875 

39.875 

44.875 

49.875 
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Specifications: 
Current Rating:2.0A AC,DC 
Voltage Rating:250V AC.DC 
Contact Resisitance: 1 Om ohm.Max 
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Insulation Resisitance: 1 OOOM ohm.Min 
Withstanding Voltage: 1 OOOV AC/Minute 
Operating Temperature Range:-2o·c~+85

°

C 

Material: 
lnsulator:Thermoplastic (UL94V-0) 
Insulator Color:Natural 
Contact:Copper Alloy 
Plated:Tin 

How To Order 
2510-BXX-XX 

See table(Page 5-9) 
Please connect our sales for 
more details 
NO. of Contacts 

"f" "e" "*" "*" "b" "a" 

- CIRCUIT I 

B Type 

RoHS Compliant 

��!': Neltron Industrial Co.� ltd. 
UNIT: MM DESCRIPTION: SIZE 

JERRY SCALE: 1: 1 5.0mm Pitch Female IDC 

APPROVAL: SHEET: 1/9 PART NO: A4 
RORY PROJECTION: @) cJ 

2510-BXX-XX 
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